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INDUSTRIAL SERIES
INDUSTRIETORSERIE

GAMME INDUSTRIELLE
SERIE INDUSTRIALE

Technical Features - Technische Eigenschaften
Données Techniques - Specifiche Tecniche

LENGHT - EINBAUMASS
LONGUEUR - LUNGHEZZA 3,00-7,50 m

Up to - Bis - Jusqu’a - Fino a

2,00 m

OPENING TIME - OFFNUNGSZEIT 35
TEMPS D'OUVERTURE - TEMPO DI APERTURA sec.

Type of rods - Stabverarbeitung

Type de profil - Tipo di aste PRO-LIM
£3 Aluminium 40x20 mm NO
€S Aluminium 40x20 mm NEIN
) Aluminium 40x20 mm NON
() Tubolare d’alluminio 40x20 mm NO

TABLE OF DIMENSIONS -
(mm)
e
Hohe (H) K A B C
Hauteur
25 650/ 670 0/0 1145/1145
1400
50 780/ 850 60/0 1145/1145
25 650/670 120/75 1145/1145
1600
50 780/850 180/135 1145/1145
25 750/650 120/50 1345/1345
1800
50 930/940 180/130 1345/1345
25 750 /685 210/90 1345/ 1445
2000
50 930/1000 300/190 1345/1445
O I
11 | 240|r 400
Bl A Lp 180/ 400
L (max 7500)

MASSTABELLE - TABLE DES DIMENSIONS - TABELLA INGOMBRI
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() lp=L-A-(180/400)
(2)L=Lp+ A+ (180/ 400
(3)D =L-(150/300)
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